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7 Compact - Standard and Emergency 

 

 

 

 
 

  

Certificate: SIRA 01ATEX 1033 

Marking of explosion 

protection: 
II 2 G Ex d IIC T6-T5-T4 

Installation: Zone 1-2-21-22 

Degree of protection: IP66 

Temperature: -25ºC ≤ Ta ≤ +52ºC 

Voltage: 230V, 50Hz 

Material: 

Body: Corrosion resistant 

aluminum 

Pipe: Impact resistant 

polycarbonate 

Ballast: Electronic (50000 h) 

Mounting: Four M8 fixing holes 

Inputs: 4 x M20 (3 plugged) 

Lamp options: 

11W-18W-26W-36W-55W PL-S, PL-

L, PL-C 

(Lamps not included) 

Reference Model Dimensions (AxB mm) Weight 

 

7111/S1/CF 1x11W PL-S 

335 x 448 mm 3 Kg 7118/S1/CF 1x18W PL-L 

7126/S1/CF 1x26W PL-C 

7136/S2/CF 1x36W PL-L 
632 x 752 mm 5 Kg 

7155/S2/CF 1x55W PL-L 

7211/S1/CF 2x11W PL-S 

335 x 448 mm 3 Kg 7218/S1/CF 2x18W PL-L 

7226/S1/CF 2x26W PL-C 

7236/S2/CF 2x36W PL-L 
632 x 752 mm 5 Kg 

7255/S2/CF 2x55W PL-L 

7111/S1/CF/EM 1x11W PL-S 
335 x 535 mm 5,7 Kg 

7118/S1/CF/EM 1x18W PL-L 

7136/S2/CF/EM 1x36W PL-L 
632 x 839 mm 7,7 Kg 

7236/S2/CF/EM 2x36W PL-L 

ZONE 

1,21 


