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TECHNICAL SPECIFICATIONS 

Certificate: CESI 06 ATEX 051-01/09 
EAC RU C-HR.AB24.B.03253 

Marking of 
explosion 
protection: 

II 2GD 
Ex de IIC T5/T6 Gb 
Ex tD A21 IP66 T95°C/T80°C 

Temperature: -20ºC ≤ Ta ≤ +50ºC 

Voltage: 100 - 280 V 0-60Hz 

Frequency: 0 - 60 Hz 

Terminals: L1, L2, L3, N, PE - max. 2,5mm2 
PE for external ground max. 2x6mm2 

Cable entries: 2xM20 or 2x3/4” 

Material: Housing: aluminium, corrosion resistant grey 
polyurethanes painted 
Diffuser: borosilicate glass tube 

   

Ref Description Power LM Mesures (AxC mm) 
Weight 

(Kg) 
FLX218 Standard 2x18W 2x18W 2 x 1200 330x215x177 3,30 

FLX236 Standard 2x36W 2x36W 2 x 2900 520x405x177 5,80 

FLX255 Standard 2x55W 2x55W 2 x 4700 645x530x177 8,40 

 

 
 Wall / ceiling 

mounting set 
  

 
 

Pipe mounting set 
Protective grid + external 

reflector 

Reference Accessories 
FLX 10-120 Cover gasket 
FLX 10-130 Base plate FLX/... 
FLX 20-140 Protective grid 
FLX 20-150 External reflector 
FLX 10-160 Adapter ADP 23 

SPU 20 Ex d cable gland 
SPC 20 Ex d plug M20 

FLX 20-170 Wall / ceiling mounting set 
FLX 20-180 Pipe mounting set 


