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Recessed LED Luminaires 

PITBUL-EX LED - Standard and Emergency 

 

 
 

 

 

 

 

 

 

 

 

 

  

  

Certificate: FTZU 16 ATEX 0089X 

Instalation: Zone 1-2-21-22 

Degree of protection: IP65 

Temperature: -20ºC ≤ Ta ≤ +55ºC 

Voltage: 
110-254 VAC/DC 50-60Hz 

220-250 VAC/DC 0Hz 

Material: 

Body: White painted metal sheet 

RAL9003 

Cover: Tempered safety glass 

Reflector: White painted metal 

sheet RAL9003 

Mounting: 

Fastening with M8 screws through 

the base, with ceiling brackets or 

bracket grips screwed to the side 

of the body, suspension via 

suspensión brackets, into false 

ceiling by means of recessed 

frame 

PITBUL–Ex-LED 
II 2G Ex db eb mb op is IIC T4 Gb 

II 2D Ex tb IIIC T 67°C Db 

PITBUL-Ex-LED-WOD 
II 2G Ex eb mb op is IIC T4 Gb 

II 2D Ex tb IIIC T 67°C Db 

Ref Model W Size (AxBxC mm) Weight (Kg) 

 

53760 PITBUL-Ex-LED-WOD-2800-218-6K, IP65 28 701 x 302 x 130 6,3 

53761 PITBUL-Ex-LED-WOD-5600-418-6K, IP65 
55 

701 x 362 x 130 7,2 

53762 PITBUL-Ex-LED-WOD-5600-236-6K, IP 65 1312 x 302 x 130 10,3 

53763 PITBUL-Ex-LED-WOD-11200-436-6K, IP65 103 1312 x 362 x 130 12,3 

53764 PITBUL-Ex-LED-D-2800-218-6K, IP65 28 701 x 302 x 130 9,6 

53765 PITBUL-Ex-LED-D-5600-418-6K, IP65 
55 

701 x 362 x 130 10,6 

53766 PITBUL-Ex-LED-D-5600-236-6K, IP65 1312 x 302 x 130 - 

53767 PITBUL-Ex-LED-D-11200-436-6K, IP65 103 1312 x 362 x 130 - 

53768 MULTIPITBUL-Ex-LED-2800-218-6K, IP65, 1,5h 28 701 x 302 x 130 - 

53769 MULTIPITBUL-Ex-LED-5600-418-6K, IP65, 1,5h 
55 1312 x 302 x 130 

- 

53770 MULTIPITBUL-Ex-LED-5600-236-6K, IP65, 1,5h - 

53771 MULTIPITBUL-Ex-LED-11200-436-6K, IP65, 1,5h 103 1312 x 362 x 130 - 

53772 MULTIPITBUL-Ex-LED-2800-218-6K, IP65, 3h 28 701 x 302 x 130 - 

53773 MULTIPITBUL-Ex-LED-5600-418-6K, IP65, 3h 
55 

1312 x 362 x 130 - 

53774 MULTIPITBUL-Ex-LED-5600-236-6K, IP65, 3h 1312 x 302 x 130 - 

53775 MULTIPITBUL-Ex-LED-11200-436-6K, IP65, 3h 103 701 x 362 x 130 - 

53776 PITBUL-Ex-Em-LED-2800-218-6K, IP65, 1,5h 28 701 x 302 x 130 - 

53778 PITBUL-Ex-Em-LED-2800-218-6K, IP65, 3h 28 

1312 x 302 x 130 

- 

53777 PITBUL-Ex-Em-LED-5600-236-6K, IP65, 1,5h 
55 

- 

53779 PITBUL-Ex-Em-LED-5600-236-6K, IP65, 3h - 

ZONE 

1,21 
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Ref Model LM W 
Size 

(AxBxCxD mm) 

Weight 

(Kg) 

  

With disconnector, -20°C ≤ ta ≤ +60°C 

53660 PITBUL-Ex-LED-D-2500-218-4K 2200 28 701 x 302 x 130 x 450 7,76 

53662 PITBUL-Ex-LED-D-5000-236-4K 4400 55 1312 x 302 x 130 x 800 15,12 

With disconnector, -20°C ≤ ta ≤ +55°C 

53661 PITBUL-Ex-LED-D-5000-418-4K 4400 55 701 x 362 x 130 x 450 - 

53663 PITBUL-Ex-LED-D-10000-436-4K 8800 103 1312 x 362 x 130 x 800 - 

Without disconnector, -20°C ≤ ta ≤ +60°C 

53656 PITBUL-Ex-LED-WOD-2500-218-4K 2200 28 701 x 302 x 130 x 450 9,6 

53658 PITBUL-Ex-LED-WOD-5000-236-4K 4400 55 1312 x 302 x 130 x 800 - 

Without disconnector, -20°C ≤ ta ≤ +55°C 

53657 PITBUL-Ex-LED-WOD-5000-418-4K 4400 55 701 x 362 x 130 x 450 - 

54659 PITBUL-Ex-LED-WOD-10000-436-4K 8800 103 1312 x 362 x 130 x 800 - 

Non-maintained emergency mode, 1,5h; 3h, 0°C ≤ ta ≤ +40°C 

53672 PITBUL-Ex-Em-LED-2500-218-4K, 1,5h 
2200 28 701 x 302 x 130 x 450 

- 

53674 PITBUL-Ex-Em-LED-2500-218-4K, 3h - 

53673 PITBUL-Ex-Em-LED-5000-236-4K, 1,5h 
4400 55 1312 x 302 x 130 x 800 

- 

53675 PITBUL-Ex-Em-LED-2500-236-4K, 3h - 

Maintained emergency mode, 1,5h; 3h, 0°C ≤ ta ≤ +40°C 

53668 MULTIPITBUL-Ex-LED-2500-218-4K, 1,5h 
2200 28 701 x 302 x 130 x 450 

- 

53664 MULTIPITBUL-Ex-LED-2500-218-4K, 3h 9,6 

53670 MULTIPITBUL-Ex-LED-5000-236-4K, 1,5h 
4400 55 1312 x 302 x 130 x 800 

19,34 

53666 MULTIPITBUL-Ex-LED-5000-236-4K, 3h - 

Maintained emergency mode, 1,5h; 3h, 0°C ≤ ta ≤ +35°C 

53669 MULTIPITBUL-Ex-LED-5000-418-4K, 1,5h 
4400 55 701 x 362 x 130 x 450 

- 

53665 MULTIPITBUL-Ex-LED-5000-418-4K, 3h - 

53671 MULTIPITBUL-Ex-LED-10000-436-4K, 1,5h 
8800 103 1312 x 362 x 130 x 800 

- 

53667 MULTIPITBUL-Ex-LED-10000-436-4K, 3h - 


