
FITTINGS N SERIES 

  

 

 

 

 

Fittings – N SERIES 

 

NME-NMI Type 

- For flexible metallic conduit 

o NME – Connection to box

o NMI – Connection to rigid pipe

o  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Male Female Thread

NME-07 NMI-07 PG-7

NME-09 NMI-09 PG-9

NME-11 NMI-11 PG-11

NME-11/13  PG-13

NME-13 NMI-13 PG-13

NME-13/16 NMI-13/16 PG-16

NME-16 NMI-16 PG-16

NME-21 NMI-21 PG-21

NME-29 NMI-29 PG-29

NME-36 NMI-36 PG-36

NME-48 NMI-48 PG-48

NME-038 NMI-038 3/8”

NME-050 NMI-050 1/2”

NME-075 NMI-075 3/4”

NME-100 NMI-100 1” 

NME-125 NMI-125 1-1/4”

NME-150 NMI-150 1-1/2”

NME-200 NMI-200 2” 

NME-12 NMI-12 M-12

NME-16M NMI-16M M-16

NME-20 NMI-20 M-20

NME-25 NMI-25 M-25

NME-32 NMI-32 M-32

NME-40 NMI-40 M-40

NME-50 NMI-50 M-50

NME-63 NMI-63 M-63
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Connection to box 

Connection to rigid pipe 

Thread Conduit 

7 PG-7 

9 PG-9 

11 PG-11 

13 PG-11 

13 PG-13 

16 PG-13 

16 PG-16 

21 PG-21 

29 PG-29 

36 PG-36 

48 PG-48 

3/8” PG-11 

1/2” PG-13 

3/4” PG-16 

 PG-21 

1/4” PG-29 

1/2” PG-36 

 PG-48 

12 PG-7 

16 PG-9/11 

20 PG-13/9 

25 PG-16 

32 PG-21 

40 PG-29 

50 PG-36 

63 PG-48 



FITTINGS N SERIES 

  

 

 

 

 

Fittings – N SERIES 

NAE-NAI Type 

- For flexible metallic conduit according to American regulation

o NAE – Connection to box

o NAI – Connection to rigid pipe

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Male Female Thread

NAE-038 NAI-038 3/8”

NAE-050 NAI-050 ½” 

NAE-075 NAI-075 ¾” 

NAE-100 NAI-100 1” 

NAE-125 NAI-125 1-1/4”

NAE-150 NAI-150 1-1/2”

NAE-200 NAI-200 2” 

NAE-250 NAI-250 2-1/2”

NAE-300 NAI-300 3” 

NAE-400 NAI-400 4” 

NAE-032/09 NAI-032/09 PG-9

NAE-038/11-

13 

NAI-038/11-

13 

PG-11

13 

NAE-050/13-

16 

NAI-050/13-

16 

PG-

13/16

NAE-075/16-

21 

NAI-075/16-

21 

PG-

16/21

NAE-100/21-

29 

NAI-100/21-

29 

PG-

21/29

NAE-125/29-

36 

NAI-125/29-

36 

PG-

29/36

NAE-150/36-

42 

NAI-150/36-

42 

PG-

36/42

NAE-200/48 NAI-200/48 PG-48

NAE-032/16M NAI-032/16M M-16

NAE-038/16M NAI-038/16M M-16

NAE-050/20 NAI-050/20 M-20

NAE-075/25 NAI-075/25 M-25

NAE-100/32 NAI-100/32 M-32

NAE-125/40 NAI-125/40 M-40

NAE-150/50 NAI-150/50 M-50

NAE-200/63 NAI-200/63 M-63

 

www.gruposiccis.com 

according to American regulation 

Connection to box 

Connection to rigid pipe 

Thread Conduit 

3/8” 3/8” 

 ½” 

 ¾” 

 1” 

1/4” 1-1/4” 

1/2” 1-1/2” 

 2” 

1/2” 2-1/2” 

 3” 

 4” 

9 5/16” 

11-

 3/8” 

-

13/16 1/2” 

-

16/21 3/4” 

-

21/29 1” 

-

29/36 1-1/4” 

-

36/42 1-1/2” 

48 2” 

16 5/16” 

16 3/8” 

20 1/2“ 

25 3/4“ 

32 1” 

40 1-1/4” 

50 1-1/2” 

63 2” 
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Fittings – N SERIES 

NGE-NGI Type 

- For flexible spiral PVC conduit 

o NGE – Connection to box

o NGI – Connection to rigid pipe
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Connection to box 

Connection to rigid pipe 

 

 

 

 

 

 

 

Male Female 

NGE-07 NGI-07 

NGE-09 NGI-09 

NGE-11 NGI-11 

NGE-13 NGI-13 

NGE-16 NGI-16 

NGE-21 NGI-21 

NGE-29 NGI-29 

NGE-36 NGI-36 

NGE-48 NGI-48 

NGE-038 NGI-038 

NGE-050 NGI-050 

NGE-075 NGI-075 

NGE-100 NGI-100 

NGE-125 NGI-125 

NGE-150 NGI-150 

NGE-200 NGI-200 

NGE-16M NGI-16M 

NGE-20 NGI-20 

NGE-25 NGI-25 

NGE-32 NGI-32 

NGE-40 NGI-40 

NGE-50 NGI-50 

NGE-63 NGI-63 

Thread Conduit 

PG-7 PG-7 

PG-9 PG-9 

PG-11 PG-11 

PG-13 PG-13 

PG-16 PG-16 

PG-21 PG-21 

PG-29 PG-29 

PG-36 PG-36 

PG-48 PG-48 

3/8” PG-11 

1/2” PG-13 

3/4” PG-16 

1” PG-21 

1-1/4” PG-29 

1-1/2” PG-36 

2” PG-48 

M-16 PG-9/11 

M-20 PG-13/9 

M-25 PG-16 

M-32 PG-21 

M-40 PG-29 

M-50 PG-36 

M-63 PG-48 
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Fittings – N SERIES 

NBE-NBI Type 

- For non-threaded rigid conduit 

o NBE – Connection to box

o NBI – Connection to rigid pipe

 

 

 

 

 

 

 

NABE-NABI Type 

- For non-threaded rigid conduit

o NBE – Connection to box

o NBI – Connection to rigid pipe

 

 

www.gruposiccis.com 

 (metric or PG) 

Connection to box 

Connection to rigid pipe 

 

Male Female 

NBE-09 NBI-09 

NBE-11 NBI-11 

NBE-13 NBI-13 

NBE-16 NBI-16 

NBE-21 NBI-21 

NBE-29 NBI-29 

NBE-36 NBI-36 

NBE-48 NBI-48 

NBE-038 NBI-038 

NBE-050 NBI-050 

NBE-075 NBI-075 

NBE-100 NBI-100 

NBE-125 NBI-125 

NBE-150 NBI-150 

NBE-200 NBI-200 

NBE-16M NBI-16M 

NBE-20 NBI-20 

NBE-25 NBI-25 

NBE-32 NBI-32 

NBE-40 NBI-40 

NBE-50 NBI-50 

NBE-63 NBI-63 

Male Female 

NABE-038 NABI-038 

NABE-050 NABI-050 

NABE-075 NABI-075 

NABE-100 NABI-100 

NABE-125 NABI-125 

NABE-150 NABI-150 

NABE-200 NABI-200 

NABE-250 NABI-250 

NABE-300 NABI-300 

NABE-400 NABI-400 

NABE-038/11-13 NABI-038/11-13

NABE-050/13-16 NABI-050/13-16

NABE-075/16-21 NABI-075/16-21

NABE-100/21-29 NABI-100/21-29

NABE-125/29-36 NABI-125/29-36

NABE-150/36-42 NABI-150/36-42

NABE-200/48 NABI-200/48 

NABE-038/16M NABI-038/16M

NABE-050/20 NABI-050/20 

NABE-075/25 NABI-075/25 

NABE-100/32 NABI-100/32 

NABE-125/40 NABI-125/40 

NABE-150/50 NABI-150/50 

NABE-200/63 NABI-200/63 

conduit (inches) 

Connection to box 

Connection to rigid pipe 

Thread Conduit 

PG-9 PG-9 

PG-11 PG-11 

PG-13 PG-13 

PG-16 PG-16 

PG-21 PG-21 

PG-29 PG-29 

PG-36 PG-36 

PG-48 PG-48 

3/8” PG-11 

1/2” PG-13 

3/4” PG-16 

1” PG-21 

1-1/4” PG-29 

1-1/2” PG-36 

2” PG-48 

M-16 M-16 

M-20 M-20 

M-25 M-25 

M-32 M-32 

M-40 M-40 

M-50 M-50 

M-63 M-63 

Thread Conduit 

3/8” 3/8” 

½” ½” 

¾” ¾” 

1” 1” 

1-1/4” 1-1/4” 

1-1/2” 1-1/2” 

2” 2” 

2-1/2” 2-1/2” 

3” 3” 

4” 4” 

13 PG-11-13 3/8” 

16 PG-13/16 1/2” 

21 PG-16/21 3/4” 

29 PG-21/29 1” 

36 PG-29/36 1-1/4” 

42 PG-36/42 1-1/2” 

PG-48 2” 

038/16M M-16 3/8” 

M-20 1/2“ 

M-25 3/4“ 

M-32 1” 

M-40 1-1/4” 

M-50 1-1/2” 

M-63 2” 


