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LL-500 portable fluorescent 
ATEX II 2 GD 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

• With plugs and sockets to link in series 

• 2 or 4 lamps versions 

• Compact and robust design 

• Emergency versión under request 

• Low power consumption 

• Wide range of accesories 

Reference  LL-500 

Description ATEX fluorescent portable lamp 

Code ATEX II 2GD Ex emb IIC T3/4 IP66/67/68 

Zones 1-2-21-22 

Certificate SIRA08ATEX3098 

Material Polycarbonate lens, antiestatic 

Beam type Flood, White, high efficiency, no deslumbra 

Light source Compact fluorescent 2G11 CFL / fluorescent lamps T8 

Light source life Up to 10000 h 

Power 2x18w 2x36w 4x36w 2x55/58w 4x55/58w 

Watts  32w 62w 124w 92w 184w 

Light output 2400lm 5800lm 11600lm 9600lm 19200lm 

Voltage 

220-254V AC/DC ±10% 

110-130V AC/DC ±10% - 

- 
42-52V AC/DC 

±10% 
- 

- 
24-28V AC/Dc 

±10% 
- 

Length 0.43m 0.58m 0.82m 0.78m 0.94m 

Weight  2.7kg 4.1kg 5.5kg 5.0kg 6.4kg 

 

LL-500 
SERIES 

LL-500 

2x36W 180º ó 4x36W 360º 

Luminous intensity at 2.5m190 lux  

Luminous intensity at 5m 50 lux  


