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Fluorescent temporary luminaire 
ATEX II 2 GD 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

• Standard and emergency versions 

• With plugs and sockets to link in series 

• Robust design 

• 24-254V 

• T8 fluorescent for easy maintenance 

• Control ballast incorporates 'End of Life' protection 

circuit 

Reference  LL-580 LL-580/E 

Description Emergency and standard temporary fluorescent lamp 

Code ATEX II 2GD Ex emb IIC T4 IP66 (IP67/68) 

Zones 1-2-21-22 

Certificate SIRA08ATEX3098 

Material Polycarbonate.Antiestatic polycarbonate lens. Film optional 

Beam type Wide angle, white. High output, high efficiency, low glare 

Light source T8 standard fluorescent (excluded) 2x36w, 6700lm (ref. LL-616) 

Light source life Up to 10000 h 

Voltage 220-254V, 110-130V, 42-52V, 24-28V AC/DC ±10% 

Length 1440 mm 

Weight  7.7 kg 

 

TEMPORARY 

LUMINAIRE 

LL-580 

LL-580 

2x36W 180º  

Max luminous intensity: 

138 lux at 5m 

36 lux at 2.5m  


