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Ref 
Length 

(mm)  

Width 

(mm) 

Height 

(mm) 

Weight 

(g) 
     

BPG1 75 80 55 230 

BPGC1* 75 80 55 230 

BPG2 75 110 55 230 

BPGC2* 75 110 55 230 

BPG3 75 160 55 405 

BPGC3* 75 160 55 405 

BPG4 75 190 55 450 

BPGC4* 75 190 55 450 

BPG4.5 75 190 75 529 

BPGC4.5* 75 190 75 529 

BPG5 75 230 55 529 

BPGC5* 75 230 55 529 

BPG6 120 122 90 750 

BPGC6* 120 122 90 750 

BPG7 120 220 90 1060 

BPGC7* 120 220 90 1060 

BPG8 160 160 90 1060 

BPGC8* 160 160 90 1060 

BPG9 160 260 90 1170 

BPGC9* 160 260 90 1170 

BPG10 160 360 90 2150 

BPGC10* 360 160 90 2150 

BPG11 160 560 90 3200 

BPGC11* 160 560 90 3200 

BPG12 250 255 120 3200 

BPGC12* 250 255 120 3200 

BPG13 250 400 120 3650 

BPGC13* 250 400 120 3650 

BPG13.5 250 400 160 4872 

BPG13.5* 250 400 160 4872 

BPG14 250 600 120 5235 

BPGC14* 250 600 120 5235 

BPG15 405 400 120 5580 

BPGC15* 405 400 120 5580 

*BPGC = Carbon Loaded GRP 
 

  

Use :  ATEX and industrial areas 

Degree of protection : IP 66/67 

Marking of explosion 

protection : 
Ex e IIC T6 Gb 

Installation : Zone 1-2-21-22 

Material : 
GRP (grey RAL7001) or polyester 

reinforced with carbon fiber (black) 

Temperature : 
Areas with risk: -65°C to +130°C 

Areas without risk: -70°C to +130°C 

BPG 
SERIES 
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Copper continuity plate 

(must be provided with ground screw) 

 
Grounding screw 

(brass or stainless steel) 

 
Allen screws 

(grade 316) 

 
Safety screws 

 

 
External hinges 

 

 
Component mounting plate 

(from tufnol, in steel on demand) 

 
External mounting brackets 

(316 stainless steel) 

 
Internal grounding bar 

(Can be equipped with clamps) 

 
DIN standard mounting rail 

(TS15, TS32 or TS35) 


