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Recessed Luminaires 

9R SERIES – Standard and Emergency 

 
 

 
 

 

 

 

 

 

 

 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 

 

 

Terminals  Back mounting brackets 
 

TECHNICAL SPECIFICATIONS 

Certificate: SIRA 00ATEX 3106 
IEC Ex SIR 09.0039 

Marking of explosion 
protection: 

Ex de II 2G 3DIIC T5/T4 

Temperature: -20ºC ≤ Ta ≤ +55ºC 

Voltage: 230 V 

Frequency: 50 - 60 Hz 

Terminals: 3, electrical and ground max. 4mm2 

Cable entries: 4xM20 (3 with plugs) 

Material: Housing: Steel 
Diffuser: Tempered glass 
Frame: Aluminum 

   

Ref Description Power Mesures 
(AxBxC mm) 

Weight 
(Kg) 

9R/218/HF Standard 2x18W 36W 802x752x642 12 
9R/236/HF Standard 2x36W 72W 1402x1352x1242 14 
9R/258/HF Standard 2x58W 116W 1702x1652x1542 15 

Emergency kit 3h 
9R/218/HF/EM Emergency 2x18W 36W 802x752x642 10 
9R/236/HF/EM Emergency 2x36W 72W 1402x1352x1242 13 
9R/258/HF/EM Emergency 2x58W 116W 1702x1652x1542 15 


