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Recessed Luminaires 
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TECHNICAL SPECIFICATIONS 

Certificate: EXA 13 ATEX 0015 

Marking of 
explosion 
protection: 

II 2GD 
Ex d e mb IIC T4 Gb 
Ex tb IIIC T80°C Db 

Temperature: -30ºC ≤ Ta ≤ +50ºC 

Voltage: 220 - 240 V 

Frequency: 50 - 60 Hz 

Terminals: L1, L2, L3, N, PE - max. 2,5mm2 

Cable entries: 2xM25 (with 2 Ex e plugs) 

Material: Housing: Epoxi/polyester powder-coated sheet 
steel 
Diffuser: flat borosilicate glass with a high 
thermal and mechanical stability 
Gasket: EPDM formed gasket 

     

Ref Description Power LM 
Mesures 

(AxBxC mm) 
Weight 

(Kg) 
SIF 236 2x36W T8 72W 2x3350 

1340x380x120 
25 

SIF 436 4x36W T8 144W 4x3350 27 

  

Glass cover Electronic ballast 

  

 
 

Wall mounting set on 45° Recessed mounting set 

Reference Accessories 
SIF 10-130 Gasket SIF 
SMP 06/12 Electronic ballast 
SIF 10-140 Glass cover 
SIF 20-140 Wall mounting set on 45° 
SIF 20-150 Recessed mounting set 


