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ATEX Fans 

CS EX-ATEX  
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 
 

 

 

 

 

  

   

  

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

Certificate: CESI 3 ATEX 250 

Marking of explosion 

protection: 
II 2G c T4 

Standards: 

EN 13463-1 

EN 13463-5 

EN 14986 

Installation: Zone 1-2-21-22 

Motor: 
Ball bearing class F insulation motor 

IP55 protected 

Temperature of extracted air: max. +60ºC 

Material: 

Steel plated frame protected by an 

epoxy-based anticorrosive paint 

Aluminium centrifugal impeller 

statically and dynamically balanced 

Poles: 4 

Frequency: 50 Hz 

RPM: 1400 

Mounting: 

Models  CS 350, 360, 370 and 380: 

mounted on rigid base support to 

make installation easier. 

C
S
 

3
8
0

 

4
2
9

 

3
1
5

 

4
0
0

 

3
0
0

 

3
7
0

 

2
4
9

 

2
8
0

 

3
5
0

 

1
1
2

 

6
2

 

3
5
8

 

3
2
5

 

6
6
9

 

1
7
0

 

1
9
4

 

3
1
0

 

3
6
0

 

2
8
0

 

3
3
0

 

2
4
1

 

2
9
5

 

8
 

9
 

1
1

 

C
S
 

3
7
0

 

3
3
4

 

2
4
4

 

3
5
5

 

2
3
0

 

2
5
0

 

2
2
1

 

2
1
0

 

3
5
0

 

1
0
0

 

5
0

 

3
5
4

 

3
2
5

 

6
2
5

 

1
7
0

 

1
7
3

 

2
8
4

 

3
0
5

 

2
5
4

 

2
7
5

 

2
1
3

 

2
4
4

 

4
 

1
0
,2

 

1
1

 

C
S
 

3
6
0

 

2
9
0

 

2
2
5

 

3
1
5

 

2
1
0

 

2
6
0

 

1
9
4

 

1
9
2

 

2
4
5

 

9
0

 

5
0

 

3
0
0

 

2
3
2

 

5
4
4

 

1
2
0

 

1
5
5

 

2
5
5

 

2
5
5

 

2
2
5

 

2
2
5

 

1
9
1

 

1
9
4

 

4
 

8
,2

 

1
1

 

C
S
 

3
5

0
 

2
9

0
 

2
2

5
 

3
1

5
 

2
1

0
 

2
6

0
 

1
9

4
 

1
9

2
 

2
4

5
 

8
0

 

5
0

 

2
5

9
 

2
3

2
 

5
0

3
 

1
2

0
 

1
4

9
 

2
5

5
 

2
5

5
 

2
2

5
 

2
2

5
 

1
9

1
 

1
9

4
 

4
 

8
,2

 

1
1

 

C
S
 

3
4

0
 

2
5

0
 

1
9

4
 

2
5

0
 

1
7

8
 

2
2

2
 

1
6

4
 

1
6

2
 

- 8
0
 

4
5
 

2
5

9
 

- 

4
6

8
 

- - 

2
2

5
 

2
3

5
 

1
9

5
 

2
0

5
 

1
6

1
 

1
7

0
 

4
 

8
,2

 

- 

C
S
 

3
3

0
 

2
0

9
 

1
6

3
 

2
5

0
 

1
4

7
 

1
8

8
 

1
4

1
 

1
3

9
 

- 7
1

 

4
0

 

2
4

2
 

- 

4
2

3
 

- - 

1
9

1
 

1
9

1
 

1
6

5
 

1
6

5
 

1
3

4
 

1
3

4
 

4
 

8
,2

 

- 

C
S
 

3
2

0
 

1
7

2
 

1
2

8
 

2
0

0
 

1
4

6
 

1
5

0
 

1
1

2
 

1
1

7
 

- 6
3

 

4
5

 

2
4

2
 

- 

3
9

9
 

- - 

1
5

2
 

1
5

2
 

1
2

6
 

1
2

6
 

1
0

5
 

1
0

5
 

4
 

8
,2

 

- 

C
S
 

3
1

0
 

1
3

9
 

1
0

8
 

1
8

0
 

1
2

7
 

1
2

2
 

9
4

 

9
1

 

- 6
3

 

4
2

 

2
4

2
 

- 

3
7

8
 

- - 

1
3

5
 

1
3

5
 

1
1

4
 

1
1

4
 

8
8

 

9
0

 

4
 

8
,2

 

- 

                         

 

A
 

B
 

C
 

D
 

E
 

F
 

G
 

H
 

Y
 

K
 I L M
 

N
 

O
 

P
 

Q
 

R
 

S
 

T U
 

z a
 

b
 

ZONE 

1,21 

Explosion Proof Certified Centrifugal fans to extract air and fumes 

through medium/long sized ducts. 

Standard product supplied with impeller housing position CCW 270, 

different positions available on request. 

http://www.gruposiccis.com/
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Model Ref Motor 
Voltage 

(V) 

Flow rate 

(m3/h) 

Power 

(W) 

Noisiness 

(dB) 

Weight 

(Kg) 

CS 310 4M Ex-ATEX 0032500 

Single phase 230 

500 200 64 13 

CS 320 4M Ex-ATEX 0032700 720 250 67 14 

CS 310 4T Ex-ATEX 0032600 

Three phase 230/400 

500 200 64 13 

CS 320 4T Ex-ATEX 0032800 720 250 67 14 

CS 330 4T Ex-ATEX 0032900 1500 400 70 21 

CS 340 4T Ex-ATEX 0032100 1900 1000 73 31 

CS 350 4T Ex-ATEX 0033000 2900 1400 76 37 

CS 360 4T Ex-ATEX 0033100 4100 1900 80 44 

CS 370 4T Ex-ATEX 0033100 5600 2500 84 67 

CS 380 4T Ex-ATEX 0033800 9100 4500 88 91 

Model 
Max press. 

(mm H2O) 

Max press. 

(Pa) 

 

CS 310 4M Ex-ATEX 16 157 

CS 320 4M Ex-ATEX 21 206 

CS 310 4T Ex-ATEX 16 157 

CS 320 4T Ex-ATEX 21 206 

CS 330 4T Ex-ATEX 38 373 

CS 340 4T Ex-ATEX 47 461 

CS 350 4T Ex-ATEX 50 490 

CS 360 4T Ex-ATEX 60 589 

CS 370 4T Ex-ATEX 73 716 

CS 380 4T Ex-ATEX 105 1030 

Accesories Descrition 

  

 

Controllers 
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