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AQUA-70-EX LED  

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

      
 

 

TECHNICAL SPECIFICATIONS 

Certificate: FTZÚ 17 ATEX 0052X 

Marking of explosion 

protection: 

II 2G Ex db eb mb op is IIC T4 Gb 

II 2D Ex tb op is IIIC T62ºC Db 

Temperature: -20ºC ≤ Ta ≤ +50ºC 

Rated voltage: 110 - 254 V 

220 - 250 V 

Frequency: 50 - 60 Hz 

0 Hz 

Terminals: WAGO® Ex terminal block, max. diameter of 

wires 4,0 mm2 

Cable entries: M20 

Material: Body: plastic tube with outer diameter of 70 mm 

and wall thickness of 4 mm made from PC 

(polycarbonate), transparent colour 

Reflector: aluminium profile 

      

Ref Description Power LM TC 
Dimensions 

(AxBxC mm) 

Weight 

(Kg) 

084011 AQUA-70-Ex-LED-D-2500-118-4K 28W 2390 

4000K 

1144 x 425 x 65 2,90 

084012 AQUA-70-Ex-LED-D-5000-136-4K 50W 4420 1755 x 478 x 65 4,70 

084015 AQUA-70-Ex-LED-WOD-2500-118-4K 28W 2390 1144 x 425 x 65 2,90 

084016 AQUA-70-Ex-LED-WOD-5000-136-4K 50W 4420 1755 x 478 x 65 4,70 

Reference Accesories 

053630 Plastic mounting bracket - light grey (1 pc) 

053629 Plastic mounting bracket - dark grey (1 pc) 

053627 Stainless steel mounting bracket (1 pc) 


