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TECHNICAL SPECIFICATIONS 
Certificate: BKI20ATEX0003X 
Marking of explosion 
protection: 

II 2G Ex eb mb IIC T6 Gb 
II 2D Ex tb IIIC T85ºC Db 

Temperature: -20ºC ≤ Ta ≤ +50ºC 
Voltage: 220-240 V AC 
Materials: Aluminum, galvanized steel, polycarbonate 
Beam: 30º / 60º / 90º / 120º / street 
Colour Temperature: 4000 K 

On demand: 3000 K y 5000 K 
On demand: DALI, DSI, DIM switch 

      

Ref Description Power LM Dimensions 
(AxBxC mm) 

Weight 
(Kg) 

KEXLX3Z1 ExProof Linear X3 Z1 25 W 3450 172x664x470 5,20 

KEXLX6Z1 ExProof Linear X6 Z1 50 W 6900 164x1039x870 7,60 

KEXLX8Z1 ExProof Linear X8 Z1 65 W 9200 164x1389x1200 10,85 

KEXLX3Z21 ExProof Linear X3 Z21 25 W 3450 172x664x470 5,20 

KEXLX6Z21 ExProof Linear X6 Z21 50 W 6900 164x1039x870 7,60 

KEXLX8Z21 ExProof Linear X8 Z21 65 W 9200 164x1389x1200 10,85 

LED Luminaries 

 


